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CSG  
Please make the following tar file from the REL7PTE containing the following packages:  
 
IRIX65  
.EcPdDbDatabase.pkg  
.EcPdSaPDSSA.pkg 
.EcPdIsPDSIS.pkg 
.EcPdSaPdsForms.pkg 
 
Please label the tar file the following:  Patch_7.02_PDS.02A 
 
  
This software delivery contains solutions for the following NCRs: 
 

NCR Subsystem SEV State Site Title 
ECSed38323 OPS_PDS 2 T GSFC Selecting the ReStage Job option can 

result in wrong volume count 
ECSed41100 OPS_PDS 2 T NSIDC 7.01+ OPS - PDS is breaking up media 

orders due to uncoordinated cron 
ECSed41146 OPS_PDS 2 V EDC PPF Is Not Being Created Correctly For 

Synery 4 Mult-File Granules 
ECSed41358 OPS_PDS 2 T EDC OPS:Rel7.01:PDS: Media labels for DLT 

are incorrect 
ECSed41359 OPS_PDS 1 T GSFC PDSIS Code not properly looking up 

granule sizes using PDSIS default 
ECSed41365 OPS_PDS 2 T EDC OPS: PDS.03: Aster out module Defaulting 

Scene Centers To Zero 
ECSed41414 OPS_PDS 2 T LaRC PDS ResetOrder does not completely clear 

order 
ECSed41493 OPS_PDS 2 T EDF Correct error handling modis/aster prod 

modules 

 
INSTALLATION: 
The following provides the installation and configuration procedures to install 
PATCH_7.02_PDS.02A 
 
 
PATCH/TE DEPENDENCIES: 
This patch must be at installed on top of minimum  
 Release 7.02 
PATCH_7.02_PDS.02 supersedes TE_7.01_PDS.03 and TE_7.02_PDS.01 
 
Things to know about PDS 
PDS_HOME=/usr/local/$USER* 
PDSIS_HOME=/usr/local/$USER** 
PDSSA_HOME=/usr/local/pdssa 
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*Where $USER can be pds, pds_st, or pds_it 
**Where $USER can be pdsis, pdsis_ts1, or pdsis_ts2 
 
 

 

PDS Host by DAAC 
DAAC NAME PDS HOST 

PVC p0dig06 
EDC e0dig06 
GSFC g0dig06 
LARC l0dig06 
NSIDC n0dig06 
VATC t1dpg06 

Mode Mappings for PDS Modes 
Mode PDS Mode PDSIS Home 

OPS pds pdsis 
TS1 pds_st pdsis_ts1 
TS2 pds_it pdsis_ts2 

 
 
PRE-INSTALL: 
01. Create a staging area for PATCH_7.02_PDS.02A 

02. Copy the tar file into the <staging_area>/IRIX65/ directory 

03. Using the setup.ksh file untar the PATCH_7.02_PDS.02A tar file in the  

      <staging_area>/IRIX65/ directory 

04. Modify the <staging_area> as follows: 

chmod –R 775 /<staging_area>/IRIX65/CUSTOM/staged_pds/readme 
05. Things to know about PDS: 

PDS_HOME=/usr/local/$USER* 

PDSIS_HOME=/usr/local/$USER** 

PDSSA_HOME=/usr/local/pdssa 
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 *Where $USER can be pds, pds_st, or pds_it 

**Where $USER can be pdsis, pdsis_ts1, or pdsis_ts2 

INSTALL: 

Installation Notes 
1. PDS cannot be installed using EASI. The Subsystem Manager must be used. 

Account setup instructions must be done before any installs. 

2. The following directories must exist on the PDS host. They are: 
/pdsis/pdsis/staging/orders  
/pdsis/pdsis_ts1/staging/orders  
/pdsis/pdsis_ts2/staging/orders  
/pdssa/assemble 
/pdssa/assemble_it 
/pdssa/assemble_st 
/pdssa/rimage_jobcontrol/label 
/pdssa/rimage_jobcontrol/merge 

 

3. All subdirectories under /pdsis and under /pdssa must have open permissions – all 
users can read, write, execute. 

4. The database must be installed before the custom code is installed for pds[_mode] 
and pdsis[_mode] accounts. 

5.  There are three packages that will be installed. The order of the installations and 
the corresponding login id type should be: 

 Package   Session Login ID Type 

 .EcPdDbDatabase.pkg PDS Mode (pds, pds_st, pds_it) 

 .EcPdSaPDSSA.pkg  PDS Mode (pds, pds_st, pds_it) 

.EcPdSaPdsForms.pkg PDS Mode (pds, pds_st, pds_it) 

 .EcPdIsPDSIS.pkg  PDSIS Home (pdsis, pdsis_ts1, pdsis_ts2) 

 

Installation of Package .EcPdDbDatabase.pkg and PDS DB Patch 

The PDS database needs to be patched to level 7452. The database should already be 
patched to level 7006 (Patch_7.01_PDS.02 or TE_7.01_PDS.01A).The following table 
provides the Patch number: 
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PDS Database Patches 
Patch Level Description 

7450 NCR 38323 - Post 38323 fixes. 

NCR 41100 – Differences between NewJob and restaged 
job hitting the pds_job_pkg made clear 

7452 NCR 41358 – pdsCalcVolPkg.getVolume logic fixes 

 

1. Logon to the PDS host using the pds<_MODE> account (xxdignn). 

2. Set DISPLAY to appropriate address. 

3. Start ECS Assist. (/tools/common/ea/EcCoAssist   /tools/common/ea &) 

4. Select SubSystem Manager. 

5. Select the MODE based on the PDS Mode Map. (OPS=pds, TS1=pds_st, 
TS2=pds_it) 

6. Select PDS. 

7. Select EcPdDb. 

You may be prompted with a message stating “Due to sitemap constraints we are 
unable to install your package”. 

8. The “Stage Area Installation” button will become enabled. 

9. Click and enter the “staging location” (location of staging area). 

10. Click Install (the Mode Installation dialog box will be displayed). 

11. Click the “Staging Area” radio button and select the .EcPdDbDatabase.pkg. 

12. Click “Ok”. (Wait for the installation to finish before proceeding!) 

13. Select “Database”. 

14. Select “DbPatch”. 

15. Select “.dparms”. 

16. Enter the database instance name for pds mode (pds, pdsst, or pdsit). 

DBO ID is “pdssa” 

17. Enter the password for the database. 

18. Enter the word “empty” for SQL Server name and Database Name. 
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19. Click “Ok”. 
 
Installation of Packages .EcPdSaPDSSA.pkg and .EcPdSaPdsForms.pkg and 
Configuration 
1. Log into the PDS Host using the pds[_mode] account. (e.g. ssh pds@p0dig06) 

2. Set DISPLAY to appropriate address. 

3. Start ECS Assist. (/tools/common/ea/EcCoAssist   /tools/common/ea &) 

4. Select Subsystem Manager. 

5. Select Mode based on PDS Mode Map. 

6. Select PDS and the select EcPdSa. 

7. You may be prompted with a message saying “Due to sitemap constraints we are 
unable to install your package”. 

8. The “Stage Area Installation” button will become enabled. 

9. Click and enter the “staging location” 
e.g. /net/p0tes03/codedrop/ 7_02_PDS_02A_Patch/IRIX65 

10. Click “Install “ (The install dialog will be displayed). 

11. Click the “Staging Area” radio button and select  .EcPdSaPDSSA.pkg and 
.EcPdSaPdsForms.pkg . 

12. Click “Ok” 

13. Click “Configuration” button. 

14. Select .cfgparms 

15. Click “Ok”  

The following parameters will be used by PDS: 
Parameter Name Parameter Definition Default Value 

LONG_JOLIET_FS Enter Y/N to create CD/DVDs with a Long 
Joliet filesystem (non-standard) 

N 

JOLIET_FS_ALT Enter none or one of above filesystems to 
use if Joliet fails 

UDF_FS 

ROCKRIDGE_FS Enter Y/N to create CD/DVDs with a 
RockRidge filesystem 

Y 

JOLIET_FS Enter Y/N to create CD/DVDs with a Joliet 
filesystem 

Y 

UDF_FS Enter Y/N to create CD/DVDs with a UDF 
filesystem 

N 
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MODIS_LABEL_FILE Name of template file used for printing on 
CD/DVDs for MODIS production module 

modis.btw 

ASSEMBLY_DIR Root directory used for Rimage operations /pdssa/rimage_jobcontr
ol 

REPRINT_LABEL_FILE Name of template file used for printing on 
CD/DVDs – not currently used 

reprint.lab –or- 
reprint.btw (new format 
for Rimage version 6) 

L0SINGLE_LABEL_FILE Name of template file used for printing on 
CD/DVDs for l0out production module when 
one CD/DVD is produced 

l0single.lab –or- 
l0single.btw (new 
format for Rimage 
version 6) 

L0MULTI_LABEL_FILE Name of template file used for printing on 
CD/DVDs for l0out production module when 
more than one CD/DVD is produced 

l0multi.lab –or- 
l0multi.btw (new format 
for Rimage version 6) 

GENERIC_LABEL_FILE Name of template file used for printing on 
CD/DVDs for genericout/genericout2 
production modules 

generic.lab –or- 
generic.btw (new 
format for Rimage 
version 6) 

ASTER_LABEL_FILE Name of template file used for printing on 
CD/DVDs for Aster production module 

aster.lab –or-  
aster.btw (new format 
for Rimage version 6) 

SHIP_LABEL_PRINTER The shipping label printer Varies by DAAC 
DAAC_SHORT_NAME Less than 25 character DAAC Name used for 

PDS Reports 
Varies by DAAC 

DRIVE  NT drive that maps to rimage jobcontrol typically the value is X 
METHOD   how Rimage retrieves image(NFS or FTP) NFS or FTP 
PDS_DB_INSTANCE PDS Oracle database instance pds, pdsst, or pdsit 
MACHINE_ID Machine ID Varies by DAAC 
JEWEL_CASE_PRINTER Jewel case printer name Varies by DAAC 
NETWORK_PRINTER Network printer name Varies by DAAC 
LABEL_PRINTER Label printer name Varies by DAAC 
DAAC_NAME  DAAC name Varies by DAAC 
DAAC_CITY City of DAAC Varies by DAAC 
DAAC_STATE State of DAAC Varies by DAAC 
DAAC_ZIPCODE Zipcode of DAAC Varies by DAAC 
PDS_IT_ROOT  Home directory of pds_it account /data1/pds_it 
PDS_ST_ROOT  Home directory of pds_st account /data1/pds_st 
PDS_PROD_ROOT Home directory of pds account /data1/pds 
DLT1 4 character device name for DLT1 Varies by DAAC 
DLT2 4 character device name for DLT2 Varies by DAAC 
MM1 4 character device name for 8MM 1 Varies by DAAC 
MM2 4 character device name for 8MM 2 Varies by DAAC 
ASSEMBLY_ROOT_DIR  /pdssa 
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SIZE_CDR CD size 650000000 
SIZE_DVDR DVD size 4600000000 
SIZE_3480 3480 size 235000000 
SIZE_3490 3490 size 750000000 
SIZE_8LO 8MM size Should be 2300000000 
SIZE_8HI 8MM size Should be 4500000000 
SIZE_DLT4000 DLT tape size 20000000000 
SIZE_DLT7000 DLT tape size 35000000000 
SIZE_DLT7000  DLT tape size for LaRC 29000000000 
SIZE_DLT8000  DLT tape size 35000000000 
SIZE_DLT8000 DLT tape size for LaRC 29000000000 
SIZE_DLO  19500000000 
SIZE_DHI  34500000000 
FILE_MAX_VALUE Maximum number of units on a media 1000 
SYB_APP_ID* Sybase application ID Delivered as 13000002 

* This configuration parameter is not configurable. 

 

Setup and Start PDS CRONs 

The PDS cron jobs have not changed from the 6A08 delivery so it should not be 
necessary to reload the cron table. 

The PDS crons write to a log file in the ~pds[_mode]/logs directory.  Check the following 
logs for errors: 

 pds_completion.log 
 pds_insert.log 
 pds_job.log 
 

Run Setup Script for File Cleanup 

This step should already be done. 

 

Installation of Package  .EcPdIsPDSIS.pkg 
 
For installs in all modes do the following: 

 
1. Log into the PDS Host using the PDSIS Home type of account (pdsis, pdsis_ts1 or 
pdsis_ts2). The .login file for the pdsis accounts must be edited so JAVA_HOME points 
to the /usr/java2 location. 
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2. Set DISPLAY to appropriate address. 

3. Start ECS Assist. (/tools/common/ea/EcCoAssist   /tools/common/ea &) 

4. Select Subsystem Manager. 

5. Select Mode based on PDS Mode Map. 

6. Select PDS and the select EcPdIs. 

7. You may be prompted with a message saying “Due to sitemap constraints we are 
unable to install your package”. 

8. The “Stage Area Installation” button will become enabled. 

9. Click and enter the “staging location” 
e.g. /net/p0tes03/codedrop/ 7_02_PDS_02_Patch/IRIX65 

10. Click “Install “ (The install dialog will be displayed). 

11. Click the “Staging Area” radio button and select  .EcPdIsPDSIS.pkg 

12. Click “Ok” (wait for the installation to finish before proceeding!). 

13. Click “Configuration” button. 

14. Select .cfgparms 

15. Click “Ok”  
 
The following parameters will be used by PDS: 

Parameter Name Description 
OMS_DATABASE  
OMS_SYBASE_PORT  
OMS_SYBASE_HOST  
DLT Percentage of the total disk space in PDSIS for DLT tape orders (used by 

EcPdIsPdsisActivator) 
DVD Percentage of the total disk space in PDSIS for DVD orders (used by 

EcPdIsPdsisActivator) 
CDR Percentage of the total disk space in PDSIS for CD orders (used by 

EcPdIsPdsisActivator) 
MM8 Percentage of the total disk space in PDSIS for 8MM tape orders (used by 

EcPdIsPdsisActivator) 
ELR  Percentage of the total disk space in PDSIS for Extra Large Requests (used 

by EcPdIsPdsisActivator) 
ORACLE_JDBC_JAR Location of Oracle JDBC zip files (classes12.zip, nls_charset12.zip) – e.g. 

/tools/oraclejdbc 
JCONNECT_JAR Location of Sybase JDBC jar files (jconn2.jar) – e.g. 

/tools/jconnect_5.2/classes 
SYBASE Sybase home directory – e.g. /tools/sybOCv12.0.0EBF 
ORACLE_HOME  Oracle home directory – e.g. /usr/ecs/OPS/COTS/oracle/1.6.1 



ADDITIONAL SHEET 
CCR# 04-0654 Rev: Originator:  Dominick P. Iascone, Jr. 
Telephone:  301-925-1012  Office:  3000X 
Title of Change: Patch_7.02_PDS.02A 
 

CM01AJA00 Revised 10/2/03 11 ECS/EMD 

SMS_SYBASE_SRVR DDIST DB Server name 
MONPROCMAXTIME 0 
SCLI_PRIORITY LOW 
SOCKET_TIMEOUT 15 
PDSIS_SOCKET_CLOSE  N 
MAX_DB_TIMEOUT 30 
MAX_ORA_CONN 1 
MAX_SYBASE_CONN 3 (at minimum) 
PDSIS_DB_INSTANCE PDS Oracle database instance 
PDSIS_V0_LISTEN_PORT Port that V0Gwy uses to talk to PDSIS 
MSS_SYBASE_HOST MSS Ordertracking DB Server host 
MSS_SYBASE_PORT MSS Ordertracking DB Server port 
MSS_DATABASE MSS Ordertracking DB Server db instance 
SDS_SYBASE_HOST SDSRV DB Server host 
SDS_SYBASE_PORT SDSRV DB Server port 
SDS_DATABASE SDSRV DB Server db instance 
SMS_SYBASE_HOST DDIST DB Server host 
SMS_SYBASE_PORT DDIST DB Server port 
SMS_DATABASE DDIST DB Server db instance 
SYBASE_USER PDS username for ECS 
SMTP_SERVER Email SMTP server 
SMTP_USER Username to use as from address for notifications 
LABEL_PRINTER Printer for mailing labels 
REPORT_PRINTER Printer for shipping reports 
DAAC_NAME Name of DAAC 
DAAC_CONTACT_NAME Contact person at DAAC 
DAAC_ADDRESS Address for DAAC 
DAAC_CITY City for DAAC 
DAAC_STATE State for DAAC 
DAAC_ZIP Zipcode for DAAC 
DAAC_COUNTRY Country for DAAC 
DAAC_PHONE Phone number of contact at DAAC 
DAAC_FAX Fax number of contact at DAAC 
DAAC_EMAIL Email address of contact at DAAC 
SYB_APPLICATION_ID* This is hardcoded in the mkcfg file (EcPdIsAppMkcfg) to 13000002 
APPLICATION_ID* This is hardcoded in the mkcfg file (EcPdIsAppMkcfg) to 13000000 

* These configuration parameters are not configurable. 

12.2.6 FTP Password Setup 

The FTP passwords for pdsis/DDIST and pds/Rimage should no longer need to be setup 
after every install/configuration of the pds[_mode] and/or the pdsis[_mode] accounts.  
This script should only be run when the pdsis or pds ftp password (usually the account 
password) has been changed. 

To change the passwords run the following script: 
/usr/local/pds[_mode]/run/EcPdSaPasswdChg 

The script will query the user for the appropriate passwords. The queries are: 
Enter pds database user name: pdssa 
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Enter pds database password: 
Enter pds database instance: pds, pdsit, or pdsst 
Enter pdsis ftp password: (usually pdsis[_mode] account password) 
Enter pds ftp password: (usually pds[_mode] account password) 

12.2.7 DORRAN Password 

There are no changes for this patch. 

12.2.8 Start PDSIS Server 

To start the server for PDSIS change to the ‘/data1/pdsis[_mode]/utilities’ directory (may 
need to kill old version first if running).  To stop server enter: 

ps –ef|grep java|grep pdsis[_mode] 
to get the process id of the server. Enter: 

kill –9 <pid>  
to stop the server. 

To restart server enter: 
% EcPdPDSISServerStart pdsis[_mode] <true|false|super> & 

 
true = debug information printed to debug log 
false = no debug information printed to debug log 
super = maximum debug information printed to debug log 

12.2.9 Start PDSIS Cron Jobs 

The PDSIS cron jobs have not changed from the 6A.08 delivery so it should not be 
necessary to reload the cron table. 

The PDSIS crons write to a log file in the ~pdsis[_mode]/logs directory.  Check the 
following logs for errors: 

 EcPdPDSISCronStartScli.log 
 EcPdPDSISCronStartStatus.log 
 EcPdPDSISCronStartCleanup.log 

 EcPdPDSISMidnightCronStart.log 
EcPdIsActivateCronStart.log (if running) 

Run Setup Script for PDSIS File Cleanup 

This step must be done whenever the cron table for the pdsis[_mode] account is reloaded.  
This step should already be done. 
 
 
 

POST-INSTALL: 
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Start PDS servers. 


